
 26 DANANG AB    VA1-3 

DANANG AB, 
VIETM BT008754 16°03'N 108°12'E (AOE) 

VNAF (AF) (A) (N) (MC) 30 BL4, 7®, 100 
H100(ASP/CON) 150 17R-35L (VVSD) 
H100(ASP/CON) 150 17L-35R (SWL 50) 

JASU - I (MD-3), I (MA-2MP) 
FUEL - A+,  J4,  O-123,  O-128,  O-148,  AD1,  PRESAIR,  LOX 
 A-GEAR  
RWY  17L,  17R   BAK-12(B)    M-21(B) ______________________  

 (1000')  (5750' ) 
____________________ M-21(B)    BAK-12(B)    RWY   35R, 35L 

(4250') (1000') 
AERODROME REMARKS-US controllers aval 24 hrs 

dly. Clsd to RON acft. All acft opr VFR SR-SS 
shall display Idg/taxi Igts while in tfc pattern. Pi- 
lots electing blacked out app at ngt shall display 
Igts momentarily upon request by twr. CAUTION: 
Reduced rwy separation stds are in effect. Rwys are 
extremely sl ippery when wet.  Expect excessive tfc 
delays dur IFR conditions. Extremely ltd prkg space. Ltd tran Alert/Maint oval 2200- 
1200Z. CAUTION: Extv const both sides of rwys and all ovrns. Rectangular tfc ptns left 
for Rwy 17, rgt for Rwy 35. Tactical jet overhead ptns rgt for Rwy 17, left for Rwy 35. 
Ptn alts: Lt acft enter tfc at 1000' and descend to 700' turning downwind leg. Tactical 
jet acft 1500'. All other F/W acft 1000'. Minimums for jet overhead ptns are 2000' 
ceiling and 5 miles vis. CAUTION: Twr has rstd vis to N and S ramp areas. Avoid over- 
flying Marble Mountain AfId 3 NM ESE at or below 1000'. Extv It acft and heli ops. 
All fits carrying passengers fr out-of-country, ex scheduled 834th Air Div missions, must 
request cstms svc thru PTD. All 4 engine jet acft will roll out to rwy end and taxi to 
prkg area with outboard engines at idle. Cargo acft con expect loading and unloading 
delays due to extreme congestion on cargo ramp. Demineralized water unaval. Ramp, 
gate hold procedures in effect for all IFR ICAO acft. Portable Shore-Based Fresnel 
lamps 7.5' high Ictd 900' fr app end, 32' fr E edge of Rwy 17R-35L. Hell tfc not per- 
mitted on W twys or W ramp areas. SEE VIETNAM SPECIAL NOTICES. Rwy 17L- 
35R only.  App end BAK-12's activated at all times. BAK-l2 A-Gear housing Ictd 
1000' fr thld and 165' fr rwy centerline 90' fr rwy edge, max height 12', connectors 
extend to rwy edge. M-21 A-Gear housing Ictd 35' fr rwy edge, height 4.5'  Rwy 
17L, 35L only. 

COMMUNICATION (SFA) (PTD - 372.2) 
DANANG RADIO - 339.2 122.5     38.9 VFR flight following 

®PANAMA CONTROL - 366.0ⓔ      376.9ⓕ       367.8    278.4     133.2      UHF unreliable to S 
®APP CON - 363.8 125.1 TOWER - 236.6 118.7 (E) GND CON - 275.8 124.3 

AIRLIFT COMMAND POST ⓑ - 349.4       130.1        ®DEP CON - 305.9     134.1 
ALCE ⓒ - 291.8     140.4     8134 USB     7587 USB     4677 USB       PFSV: METRO 
ARTILLERY ADVISORY - 313.9    46.2 (Danang DASC) 
(T)VORⓖ DAN 113.0     At Field 
(H)TACANⓐ      DAG       Chan 77     At Field 
RBnⓓ (HW)  (AO/A2) SF    295    At Field 
RBn(LW)  (AO/A2) AT    350 16°01'N   108°12'E 171° 1.0 NM to Field 
RBn(HW)  (AO/A2) XVJ 248 15°59'N   103°12'E     001° 3.8 NM to Field 

RADAR - SEE RADAR MINIMA SECTION 
RADIO/NAV REMARKS-CAUTION: Do not opr W of R-350 btwn 15 DME and 9 DME dur 

instr app to Rwy 17 or missed app to Rwy 35. ⓐ Rstd 030'-040' below 10,000' beyond 40 
NM; 090°-100° below 4000' beyond 40 NM; 210°-250° below 10,000' beyond 40 NM; 250°- 
265° below 16,000' beyond 40 NM; 265°-300° below 13,5000' beyond 40 NM, unusable 
300°-335° beyond 20 NM below 12,500'. ⓑ Within 100 NM to Danang all MAC acft ctc 
ACP. ⓒ Airlift acft ctc 15 min prior to Idg. ⓓ Unusable 210° - 300° beyond 35 NM be- 
low 14,000'. ⓔ Above FL 195/Enroute and return to base. ⓕ Tactical support acft FL 195 
and below. ⓖ Unusable 020°-030° beyond 23 NM below 6000'; 030°-060° beyond 23 NM below 
7000'; 060°-070° beyond 23 NM below 4000'; 220°-250° beyond 20 NM below 7000'; 250°-330° 
beyond 20 NM below 8500'; 330°-350° beyond 18 NM below 3000'. 
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