QUANG TRI VA1-78

GRADE PROFILE GRADE CROSS-SECTION
14 | LEVEL |32 | NW| SLIGHT CROWN |SE

QUANG TRI, viETM YD309556 16°46'N 107°10°E
A 36 L1 35(AM2) 60 14-32 (T-29, TT-130)  Type 3 C-130, C-123, C7 (VVQT)
FUEL - A+, J4
AERODROME REMARKS - SECURE. Aerial port oval 24 hrs dly. 300" ovrn ea end. Four en-
gine acft taxi with outboard engines off. Prkg area 900" X 200' W side N end. Heli ops S
end. Rwy mkrs and windsock aval.
COMMUNICATIONS
HUE APP CON - 274.1 1255 (E)
TOWER - 360.2 340.2 121.8 40.5 (E)
®PAMPER CON - 278.4 133.2
QUANG TRI RADIO - 295.9 1225 38.9
ARTILLERY ADVISORY - RED DEVIL ARTILLERY 39.7
RADIO AIDS TO NAVIGATION
RBn(MHW) KMK 439 At Field
TACAN® QTR Chan 103 At Field
RADAR - Call GCA 375.2 260.5 118.1 32.3 V)

ASR RWY CATEGORY MDA RVR HAT CEIL-VIS
32 A,B,C,D 380 344 (400-1)
14 A, B, C, D 440 404 (500-1)
PAR RWY CATEGORY DH RVR HAT CEIL-VIS
32 A 286 250 (300-%) G.S. 3.5°
32 B,C,D 336 300 (300-1) G.S. 3.5°
CIRCLING RWY CATEGORY MDA VIS HAA CEIL-VIS
14-32 A, B 660-1 624 (700-1)
14-32 C 660-1% 624 (700-1%)
14-32 D 660-2 624 (700-2)

RADIO/NAV REMARKS - @ Unusable 060°-135° 3500' and below beyond 40 NM; 135°-240°
12,000" and below beyond 40 NM; 060-240° 1000' and below beyond 30 NM; 210°-040°
5300' and below; 185°-210° 5200' and below between 7 and 22 NM; 100°-140° 2000' and
below beyond 18 NM.
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